
Einsatzgebiet:
Trinkwasserinstallation, Enthärtungsanlagen, 
Wasserschächte, Lebensmittelbereiche, usw.

Eigenschaften:
Der Silikonrohstoff entspricht:
- Trinkwassernormen KTW A, DVGW W270
- BfR XV Silicone
- FDA § 177.2600
- WRAS
- USP Class VI, ISO 10993
- Listung nach UL 94 HB
- NSF DCC number FD16141
Sehr gute Beständigkeit gegenüber Ozon und UV-
Licht, unempfindlich gegen Feuchtigkeit/Oxidation
Temperaturbeständigkeit: -60°C bis +200°C
kurzzeitig bis +250°C (je nach Einsatz)

Silicone drinking water hose with
stainless-steel wire braiding, KTW A, DVGW W270

Application:
Drinking water installation, water softening plant, 
water shafts, food areas, etc.

Characteristics:
The silicon raw material corresponds to:
- drinking water types KTW A, DVGW W270
- BfR XV Silicone
- FDA § 177.2600
- WRAS
- USP Class VI, ISO 10993
- listing according to UL 94 HB
- NSF DCC number FD16141
Very good resistance to ozone and UV light, 
insensitive to moisture/oxidation
Temperature range: -60°C to +200°C
short time up to +250°C (depending on use)

Aufbau:
Innenschicht: Silikon Elastomer, platinvernetzt
Umflechtung: Edelstahldrahtgeflecht 1.4301

Construction:
Inner layer: Silicone elastomer, platinum-crosslinked
Braiding:  Stainless-steel wire meshwork 1.4301

SINType
Typ

Silikon-Trinkwasserschlauch mit

Nirodraht-Umflechtung, KTW A, DVGW W270
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Datenblatt
Data sheet

Nennweite
NW

Maß innen
[ca. mm]

Maß außen
[ca. mm]

kleinster
Biegeradius [mm]

Betriebsdruck
bei 20°C [bar]

Kurz-
bezeichnung

Artikel
Nummer

Gewicht
[g/m]

nominal size
DN

I. D.
[cir. mm]

O. D.
[cir. mm]

minimum
bend radius [mm]

working pressure
at 20°C [bar]

short form part-no.
weight
[g/m]

6 8,0 13,0 40 15 SIN-6 264 0 140 169
10 12,0 17,0 50 15 SIN-10 264 0 145 218
13 16,0 22,0 70 12 SIN-13 264 0 150 320
20 19,0 27,0 90 10 SIN-20 264 0 155 496
25 25,0 33,0 110 10 SIN-25 264 0 160 715


